INTELLIGENT POLWER SOURACES

HOME INVERTER model IPS

Parametry techniczne

IPS1600-SIN

1600VA/1600W

IPS1000-SIN

1000VA/1000W

Output power (apparent/active)

Rated: 230VAC
Input voltage range: 156Vac — 294Vac

Input voltage

Input frequency 50/60Hz + 10% (autodetct)

Mains mode: 182Vac — 253Vac,
Battery mode: 230Vac +/- 5%,

Frequency 50/60Hz + 1% (auto-detect)
Mains mode: pure sin,
Battery mode: pure sin,

Max.: 10 ms

Output voltage

Output waveform

Transfer time

Output sockets CEE 7/3 2pcs ( Shucko)
Mains mode: <95%
Efficiency Battery mode: <80%
Power factor 1,0
Loads Resistance, inductive, capacitive, rectifiers
105% przez 300s, 110% przez 120s, 125% przez 60s, 150% przez 10s, przejscie w tryb
Overload in mains mode BYPASS

105% przez 300s, 110% przez 60s, 125% przez 10s, 150% przez 0,7s, wytaczenie

Overload in battery mode przetwornicy

Lead Acid VRLA voltage: 24V
1- 60A * (default 20A)

Battery type Lead Acid VRLA voltage: 12V

1-50A * (default 20A)

Charger current

1,2,3,4,5,6,7,8,9,10,15,20,25,30,35,40A 1,2,3,4,5,6,7,8,9,10,15,20,25,30,35,40 A

Charger current level

Boost voltage 14,4V Vdc 28,8V Vdc

Float voltage 13,6Vdc 27,4Vdc

End of discharge voltage 10,2Vdc 20,4Vdc

Eod level 19,2-23Vdc 19,2-23Vdc

Batteries capacity: 1szt 12V 26....400Ah in 12V system 2szt 12V 18....400Ah in 24V system
Battery cabel lenght: 0,8m 0,8m

Przekrdj przewoddw bateryjnych: 6mm’, M10 6mm?, M10

Full protections Overcurrent, short circuit, temperature, overvoltage, low discharge, over charge

Humidity 20~90% RH @ 0~40°C (non-condensate)

Noise Regulated fan speed

Weight netto/brutto (kg) 14 /14,6 kg 18/18,5kg
Dimmensions width / depth / height (mm) 293/280/ 160 293/280/ 160
Package width / depth / height (mm) 370/355/235 370/355/ 235

*best charger current is 0,1C,, capacity.
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